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SCHEDULE

FENCE DETAILS

2
"

AIR ENTRAINED 5%-7%

CLASS 'B' CONCRETE

12" APART (MAX) ON TOP AND BOTTOM

HOG RING FASTENERS - #9 GAUGE

TERMINAL POST

12" APART (MAX)

FABRIC TIES #9 GAUGE WIRE

NOMINAL POST SPACING

10'-0"

12"Ø 12"Ø

AND BOTTOM OF FABRIC

KNUCKLE FINISH ON TOP

TURNBUCKLE SHED WATER

SLOPE TO

(TYP.)

FIRM BEARING

DETAIL BELOW

SEE GATE STOP

10" APART (MAX)

#9 GA. FOR POSTS

FABRIC TIES

CAP

A

A

LATCH USED

ADAPTABLE TO GATE

TYPE GATE STOP

INSERT NON-CLOGGING

2
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0
"

DIA.

10"

NOTES:

SECTION A-A

NOT TO SCALE

NOT TO SCALE

CROSS SECTION

SUBSTATION DRIVEWAY

SLOPE PER PLAN

WIDTH PER PLAN

DRIVEWAY

CRUSHED STONE

4"-3/4"

(TYP.)

#4 @ 12"

 

1" RADIUS

NOT TO SCALE

POINT
NORTHING EASTING
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S1+17.00' W5+09.08'

S1+20.58'

S1+78.00' W5+06.08'

W5+70.08'

R#

STATION COORDINATES

10'

35'

35'

35'

35'

25'

25'

35'

10'

12.5'

12.5'

10'

10'

35'

45'

W5+06.08'S2+72.00'

S2+72.00' W4+02.25'

S1+68.00' W3+92.25'

W3+26.25'S1+68.00'

W3+06.00'

S2+72.00' W3+16.25'

S1+53.00'

W3+08.50'S2+94.50'

W2+70.00'S1+53.00'

S2+94.50' W2+67.50'

W1+84.00'S1+53.00'

W2+09.00'S2+72.00'

W1+13.00'S1+68.00'

NOT TO SCALE
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4

BRACE ROD

3/8" DIA. DIAGONAL

BAR

1/4" X 3/4" STRETCHER

BOTTOM (TYP)

1-1/4" DIA. PIPE AT

POSTS ONLY

OR "U" SECTION ON CORNER

TOP RAIL 1-5/8" O.D. PIPE

(TOP & BOTTOM)

FOR TENSION WIRE

1" X 1/8" BRACE BAND

BANDS 10" APART (MAX)
1" X 1/8" STRETCHER BAR

STONE

8"-3/4" CLEAN

4"

"STONE-1/28
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(RADIUS)

SIZE

NOTE:

FOR RADII LOCATIONS.

REFER TO PLAN DRAWING #760760

STOP FOOTING

TYPICAL GATE

RADII CENTER COORDINATES & SIZES

DRIVEWAY CONSTRUCTION
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DRIVEWAY

 

PSEG SPEC.16-CIVIL 04 "PAVING".

EACH LAYER ROLLED IN ACCORDANCE WITH SECTION 5.4 OF

IN TWO OR MORE LAYERS OF APPROXIMATELY EQUAL THICKNESS,

AND BRIDGE CONSTRUCTION",TABLE 901.10.01-1) CONSTRUCTED

OF DGA BLEND (NJDOT "STANDARD SPECIFICATION FOR ROAD

SUBASE/BASE COURSE: 8" MINIMUM COMPACTED THICKNESS

DUSTED AND BROOMED UNTIL THOROUGHLY CHOKED.

CONSTRUCTION",TABLE 901.06.02-1 FINE AGGREGATE)ROLLED,

(NJDOT "STANDARD SPECIFICATION FOR ROAD AND BRIDGE

SURFACE COURSE:1/2"MINIMUM THICKNESS OF NEW MILL-FINES

4" O.D. PIPE

CORNER/GATE POST

12"Ø 12"Ø

1
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NOT TO SCALE

BOLLARD DETAIL

STATION GROUND GRID.

BOLLARDS TO BE GROUNDED TO

CRUSHED STONE

3/4"CLEAN

SLOPE TO DRAIN

OR (VIii.

ASTM D4956 TYPE (VII)

RETROREFLECTIVE TAPE

AROUND SILVER (WHITE)

3" COMPLETE WRAP

GROUND TAB

(4500 PSI MIN.)

FOOTING

PLAIN CONCRETE

NOTE:

4
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3
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2'-0" DIA.

NOT TO SCALE
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PLAN VIEW

CANTILEVERED SLIDING GATE DETAIL

ELEVATION VIEW
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AND SLOPED

1" ABOVE SUBGRADE

CONCRETE TO BE

APART (MAX)

BAR-BANDS 12"

1"x1/8" STRETCHER

(M
A

X
)

4
"

TRUSS ROD

WITH HOLE FOR

WELDED PLATE

W/TURNBUCLE)

(3/8" MIN. DIA.

TRUSS ROD

CORNER

UPPER

WELDED AT

TRUSS ROD

2
" 

M
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X 2
"
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STONE (TYP)

8"-3/4" CLEAN

(TYP)

PIPE STD. WT. SCH. 40 

(2.875" O.D.) GALVANIZED

GATE FRAME 2 1/2" DIA.

 

& BOTTOM MEMBERS

2" MAX. CLEAR TOP

W/TURNBUCLE)

(3/8" MIN. DIA.

TRUSS ROD

OPERATOR

SLIDE GATE

ONLY)

ACCESS GATES

(FOR STATION

END POST FIXED PORTION

GALVANIZED VEHICLE GATE

3.5" DIA. O.D. MIN. SCH.40

FIXED PORTION

GALVANIZED VEHICLE GATE

3.5" DIA. O.D. MIN. SCH.40

1
'-

0
"EVERY 5" HORIZONTALLY

WITH 4 POINT BARBS

COATED BARBED WIRE

4-DUAL STRAND ZINC

7
•

STONE

8"-3/4" CLEAN

20'-0" GATE OPENING

INSTRUCTIONS.

1-1/2" PROJECTION (FOR STATION ACCESS GATES ONLY) COORDINATE WITH MFR'S INSTALLATION 

BOTTOM & SIDES, PROVIDE 1/2" DIA. HILTI KB3 HDG 1/2" x 5-1/2" GALVANIZED ANCHORS WITH 

GATE MOTOR OPERATOR FOUNDATION 4500 PSI CONCRETE WITH #5 BARS AT 12" MAX EACH WAY TOP, 

CAP

(TYP)

AWAY FROM POSTS

CROWN TOP 2" OF CONCRETE

POST HOLES, 24" DIAMETER

4500 PSI CONCRETE FILLED

FOUNDATION, SEE PLAN VIEW

FOR LOCATION OF GATE MOTOR

C.92002.1.B.1.1.2.1

03-25-20 COMMENTS INCORPORATED TAI GP MDP

CURB DETAIL

BASIN ACCESS GATE

1" +/-
EL. 68.33'

TOP OF CURB

1'-4" +/-
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20'-0"

TO BASIN

ACCESS DRIVE

MACADEM

WATERBOUND

20' WIDE

GRASS PAVERS

GATE FRAME 1-1/2"Ø SCH.40 (1.900 O.D.)

GATE BRACES 1-1/4"Ø SCH.40 (1.660 O.D.)

DOUBLE GATE POSTS 6"Ø SCH.40 (6.625 O.D.)

TOP & BRACE RAILS 1-1/4"Ø SCH.40 (1.660 O.D.)

LINE POSTS (4'-0"HIGH FENCE) 2"Ø SCH.40 (2.375 O.D.)

LINE POSTS (8'-0"HIGH FENCE) 2-1/2"Ø SCH.40 (2.875 O.D.)

2-1/2"Ø SCH.40 (2.875 O.D.)

3"Ø SCH.40 (3.500 O.D.)

GATE POSTS 3-1/2"Ø SCH.40 (4.000 O.D.)

3-1/2"Ø SCH.40 (4.000 O.D.)

ALL FENCE POSTS AND PIPES TO BE SCH.40 GALVANIZED STEEL.

FENCE TO BE GROUNDED.

1.

2.

3.

4.

5.

6.

& MISCELLANEOUS SITE PROTECTIVE BARRIERS".

TO BE IN ACCORDANCE WITH PSEG SPEC. 13-CIVIL20 "STATION PERIMETER FENCING

OTHER DETAILS TO BE AS SHOWN ON PSEG STANDARD DRAWING 313016.INSTALLATION

STANDARDS MANUAL".

SEE FIGURE 6.49 "PERIMETER FENCE ISOLATION "IN PSE&G"CONSTRUCTION

HAVE A MINIMUM TEN FOOT (10')SECTION INSULATED FROM THE GROUNDED FENCE.

STORMWATER BASIN FENCE,EXTENDING OUTSIDE OF THE STATION GROUND GRID,SHALL

GATE ALONG WITH HARD-WIRED REMOTE ACTIVATION.

SINGLE PHASE. CARD READER ACTIVATION SHALL BE PROVIDED IN AND OUTSIDE

IN A 10 GAUGE STEEL ENCLOSURE. ELECTRIC MOTOR TO BE 1-1/2HP-115/230 VOLT

COMPONENTS OF THE MANUAL OVERRIDE SHALL BE SECURELY ENCLOSED AND LOCKED

SHALL BE LIFTMASTER MODEL SL585 CHAIN DRIVEN OPERATOR OR APPROVED EQUAL.

REVIEW/APPROVAL AT LEAST FOUR WEEKS PRIOR TO FABRICATION. MOTOR OPERATORS

AND OPERATOR INSTALLATION MANUALS AND WIRING DIAGRAMS FOR ENGINEER'S

AND GATE CONSTRUCTION,HEIGHTS, POST SPACINGS, POST AND OPERATOR FOUNDATIONS,

CONTRACTOR TO PROVIDE SHOP DRAWINGS TO INCLUDE COMPLETE DETAILS OF FENCE

(8'-0"HIGH FENCE) 

LINE POSTS WITH SLATS

(4'-0"HIGH FENCE)

END, CORNER, & PULL POSTS

(8'-0"HIGH FENCE)

END, CORNER & PULL POSTS

SCHEDULE

NOTED IN

POST SIZE AS

1.73"

.815"

1"

.82"

14.5"

2.19"

1
0
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"

3"

1.98"

1.75"

1.3"

1.2"

36"

2
4
"

(UNO)
WHITE BACKGROUND).
PRINTED BLACK ON
OTHER GRAPHICS 
BACKGROUND (ALL 
WHITE ON BLUE

RED

CORNERS
1/4" ROUNDED

Lawnside Substation

Lawnside, NJ 08045
407 Pine St

CORNERS
1/4" ROUNDED

TO CENTER
5/8" FROM EDGES

3/8" HOLES X4

TO CENTER
1" FROM EDGES
3/8" HOLES X8

BACKGROUND
ON WHITE
PRINT BLACK
ALL GRAPHICS

GPS: 39.860789,-75.018105

'

' '

'

2
0
"

TO CENTERS
5/8" FROM EDGES
3/8" HOLEx6

1.65"

.75"

1.1"

.43"

.30"

14"

WHITE BACKGROUND).
PRINTED BLACK ON
OTHER GRAPHICS 
BACKGROUND (ALL 
BLACK ON ORANGE

CORNERS
3/8" ROUND

TYPICAL DANGER SIGN DET. 

(SEE NOTE 1)

NOT TO SCALE

DIAMETER PIPE

GATE FRAME 1•"

FULL INTERNAL WELD

GATE FRAME CORNERS

UPPER HINGE

LOCKING DEVICE

10" APART (MAX.)

STRETCHER BAR BANDS

LOWER HINGE

3' WIDE GATE DETAIL

3'-0"

 

 

 

 

 

2" (TYP.)

7
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0
"

" STRETCHER BARS
4

x3‚"

…" DIA.

TRUSS ROD
…" DIA.

TRUSS ROD

NOT TO SCALE

STATION.  SLATS ARE NOT TO BE INSTALLED IN THE DRIVE GATES OR MAN GATES.

COLOR TO BE GREEN.  SLATS TO BE INSTALLED IN FENCE ON ALL SIDES OF

SLATS TO BE TOP LOCK 1-3/32" AS MANUFACTURED BY PEXCO OR APP'D EQUAL.

OF FABRIC SHALL HAVE TWISTED SELVAGE).  VERTICAL FIBERGLASS SCREENING

OPENINGS 2"X 2"SQUARE #9 GAUGE ALUMINIZED STEEL FABRIC (BOTH EDGES 

NP GP06-05-20 INCORPORATED BOROUGH COMMENTS MDP

NOTES:

1.

2.

ON THE EASTERLY PINE STREET DRIVE GATE.

STATION IDENTIFICATION SIGN SHALL BE MOUNTED3.

CHARLESTON AVENUE.

CENTER OF THE WESTERLY FENCE ALONG SOUTH

BOTH PINE STREET DRIVE GATES AND ONE AT THE

"NO TRESPASSING" SIGNS SHALL BE PLACED ON

4.

5.

THEFT BRACKETS.

SIGNS SHALL BE MOUNTED WITH WITH NYLON ANTI-

PAINTED SAFETY YELLOW

CONCRETE FILLED AND

6"DIA.PIPE (SCH 40,GALV.)

SIGNS ARE PROHIBITED.

SIGNS SHALL BE NON CONDUCTIVE MATERIAL.  METAL

A HEIGHT OF 5 FT.

AND ALL GATE LEAFS. THEY SHALL BE PLACED AT

AT MID-SPAN OF THE TYPICAL 10 FT. FENCE PANEL

TO EXTERIOR OF SECURITY FENCE AT 50' SPACING

DANGER HIGH VOLTAGE SIGN SHALL BE MOUNTED

(SEE NOTE 2)

(SEE NOTE 3)

09-02-20 COMMENTS INCORPORATED NP GP MDP


